
La
tc

he
s

05.22

04
/1

2/
20

10
©

 c
op

yr
ig

ht
 b

y 
D

IR
A

K
 / 

G
er

m
an

y
D

IR
A

K
 G

m
bH

  K
ön

ig
sf

el
de

r S
tr.

 1
  D

-5
82

56
 E

nn
ep

et
al

Ph
on

e:
+4

9 
(0

) 2
33

3.
83

7-
0 

 F
ax

: +
49

 (0
) 2

33
3.

83
7-

10
0 

 w
w

w.
di

ra
k.

co
m

6‑150 Slam‑Latch
   

The slam-latch for aluminium profiles or 
flush/nested doors consists of two units: 
The handle part with slam-bolt and the 
frame part.
• This frame part catches the slam-bolt 

and is also the limit stop for the door.
• In this way, different profile widths can 

be connected with each other.
• Gently pulling the handle will 

disengage the Slam-Bolt.
• A gentle push will latch the door.

• The complete unit is fastened with 
4 screws M6 (e.g. DIN 912, not 
included) into sliding tenon nuts which 
are included.

• All lockable slam latches are supplied 
with 2 keys.

• Combined versions (chrome plated/
black coated) on request.

Material:
• Door‑ and frame housing:

zinc die, black or chrome plated
• Handle:

zinc die, black or chrome plated
• Bolt:

zinc die, untreated
• Tenon nut:

steel, zinc plated

Slam‑Latch chrome plated black
non locking 265‑9606 265‑9605
keyed alike DIRAK 1333* 265‑9601 265‑9602
keyed alike DS200* 565‑9601 565‑9602
keyed different/mixed 265‑9603 265‑9604

* with stainless dust‑shutter
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6‑270 Heavy Duty Handle
   

Heavy Duty Handle.
• RH or LH application.
• Cam can be turned over and can be 

fastened at any 45° angle.

Material:
a), b), c), e) and f)

• Handle, cam, base plate and hook:
white malleable cast iron, zinc plated
d)

• Shaft:
steel, zinc plated

Part No.
a) to d) Handle, complete 232‑9001
e) Hook 232‑1201
f) Hook, adjustable 232‑9201
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